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Instructions for updating an application in
the ETS
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The following instructions show an application update of the Enertex MeTa room controller from
version 0.6 to version 1.0. It can be applied analogously to other Enertex devices.

The advantage of the procedure documented here is that the links and parameterisations within
a project are retained. This means that existing devices in the project can be updated to the la-
test ETS application without losing the existing parameterisation and links created to group ad-
dresses. Parameters or communication objects that are no longer valid, on the other hand, are
deleted.

Update of an ETS application

Step 1: Insert a dummy device (new version)

After importing the new device (or the new version thereof) into the Catalog and before actually
updating existing devices, a dummy device of the new version must be inserted once into the
existing Topology (here: MeTa V1.0). This can also be deleted immediately afterwards.
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Abbildung 1: Insert a dummy device into existing topology

Step 2: Update existing devices

To obtain all links when updating the application of a device, proceed as follows after step 1:

1. Select the old device in the topology, then click on "Information" under "Properties" in
the upper right corner and then on "Application" underneath.

2. Under the text "Update Application Program Version" click on the button "Update". At-
tention: If the new application is changed by mistake via the dropdown box abo-
ve, existing links will be deleted. If necessary, this step can be undone using the
"Undo" function of the ETS.

Enertex® Bayern GmbH — Ebermannstédter Strae 8 - 91301 Forchheim - Deutschland - mail@enertex.de



Instructions-application-update-in-ETS-1.odt, 2019-04-23

Seite 3 von 3

Diagnase
= Monitor

Gruppenmritar
Busmoritor
~ Diagnase
Gerateinfc
~ Physkalische Adressen
Programmizrmodus

Gruppenadressen ©

+ Hauptgruppen hinzufigen ~

Guppenadressen
[ Dynamische Ordner
28 0 Neue Hauptgruppe

B Topelegle
5 Dynamische Orner
£ 01 Reve Line

EE 1 Neuer Bereich

4 15 Never Berech

4 [ 1515 Neve Linie
L 551510MeTa V06
L 1515255 MeTa V10

Katalog ~

& inpotieen. 2. bpotieren,

Enertex Bayern GmEH
(Bl WTech

function Technology
EWISS

Hager Clectro

B lddero

B iknix

X Loschen

i Eigenschaten 3

a 0

Erstelungen  Kommentar | nformaton

a2
Geratle] im Pregrammiermodus
Start
A3
z fen ™ = Drucken Suche: »
T Hauptgu| Name Beschveibung Durch Lin
B30 Hese Heuptgruppe Nen
Haupigrupper
a
Srogrammiersn |+ @) Geratein'o + €) Zurticksztzen ' Entladen ¥ =% Drucker. S
"% Nummer Name Chjekifunkiion Beschreibung  Gruppenadre: Linge K L S U A Datentyp Priritit
Regelung Basis Sollemperatur kasissollemp  D/0/7 Zbps K LS 0 - Tempeatur(Q) Niediig x
Regelung Autuelle Solkemparetur soltemp o5 2bpes K LS U - Tempertur(Q) Niedig
Anzeige Zechensatz b K - S - - Sprachaode (A5CD) Niediig
Regelung StellgréBe des schaltenden Heizaktors vertilhezen /01 Tbt K L - U - Schalten Niedrig
Regelung Betriebsmodus des Reglers betiexsmodus  D/0/9 Tbte K LS U - HUACHodis Niedig
Regelung Taupuridbeticd 1t K LS O - Shaten Niediig
Regelung Reglerstau ngertatus D10 Ibe K L - U - Dezimafaktor 0.255) Niedig .
o Kemmunikatonschiekie  Paramerer
A3
terlde » Enertex Bayen GmbF ) Raumcentiolkr 5
Sic Hersteler Name * Bestellnummer  Negiu Applikationsprogramr Versicn
0 enertexBayem GmoH KNXnet/P Inteface 00001150 ™ Inefacel 13 3
[0 tnertex Bayem G KNinet/P Router oooet147 ™ RouterL 01
O EnertexBayem GrbH KNX-Netztel 0000115 T NKNetztel [
0 tnertexBayem Gt KNXSrarteter 0000114 T (Gmartmeter 00
0 nertexBayem Gt NeTa 00001157 ™ M 05
0 nertexBayem GbH MeTa 00001157 ™ MeTa 10
0 tnertex Bayem Gt ProxyTouch KNX 00001158 T PoglachKNK 05 "

Kataog  Applikationsoregramm

Hersteller Enertex Bayer Gt
Produkt MeTa
Aoplikation MeTa
Gerttetyp sa008

Programmyersion 06

Zertfsierurgsstetus Zertiizert
Fingerprint 8

Agplikationsprogramm dndem
MeTaVLE -

Aoplikationsprogramm-Version aktual

Addualseren

P Suchen und Ersetzen

Arbeitstereiche

@ Offene Auigaben

D Laufende Operatonen

Abbildung 2: Update application program under Properties/Information/Application
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