
MTN629993

Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
S

A
S

 n
or

 a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Product data sheet
Characteristics

 1

Switch actuator, flush-mounted/230/16, polar white
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MTN629993
Switch actuator, flush-mounted/230/16, polar white

Main
For switching a load via a make contact. With integrated bus coupler and screw terminals. The device is connected to 
the bus with a bus connecting terminal. The actuator can be built into a 47 mm ceiling socket with hook or a flush-
mounted switch box.
 

Complementary
KNX software functions:  
Operation as break or make contact, delay functions for each channel, staircase lighting function with/without manual 
OFF function, cut-out warning for staircase lighting function, blocking and additional logic operation or priority control, 
scenes, status feedback function per channel, central function, comprehensive parameterisation for bus voltage failure 
and recovery, parameterisable download behaviour.
 
Nominal voltage: AC 230 V, 50-60 Hz
Nominal current: 16 A, ohmic load
10 A, cos = 0.6
Nominal output
Incandescent lamps: AC 230 V, max. 2700 W
Halogen lamps: AC 230 V, max. 1700 W
Fluorescent lamps: AC 230 V, max. 1000 VA with parallel compensation
Capacitive load: AC 230 V, max. 105 μF
 
Contents: With bus connecting terminal.
 
Colour: polar white
 


